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12 MONTHLY ANNUAL PUMP INSPECTION

(Transfer To Ofﬁce'Copy Logbook After Completion)

Needs Repairs

o Checking | Required

Report
Number

1. CHECK ALL SAFETY GUARDS ARE IN PLACE

%

2. CHECK ALL SAFETY STICKERS ATTACHED
AND READABLE

N

3. CHECK ALL EMERGENCY STOP SWITCHES
FUNCTION CORRECTLY

4. CHECK OUT THICKNESS AND FLANGES ON
HOPPER OUTLET

5. CHECK SAFETY PINS IN OUTLET AND OTHER
CLAMPS

6. CHECK CHASSIS BOLTS

7. CHECK TAIL SHAFTS

8. CHECK PTO MOUNTINGS

9. CHECKS HYDRAULIC FOR ANY OIL LEAKS

10. CHECK WATER BOX COVER IS IN PLACE

11. CHECK HOPPER GRATE FOR BROKEN FLAT
BAR

12. WHEN GRATE LIFTED DOES IT DUMP THE
ACCUMULATOR?

13. WHEN GRATE LIFTED DOES IT STOP PUMP
CYCLING?

14. WHEN E-STOP ACTIVATED DOES IT DUMP
ACCUMULATOR, STOP PUMP AND AGITATOR
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